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TVOC & PHOTOCATALYTIC COATINGS · 4-PHENYLCYCLOHEXENE & ACRYLATE

SPECIALIST

Carpet, Latex Paint & Wallpaper VOC
Neutralizer
Specialized VOC neutralizer targeting 4-phenylcyclohexene from new

commercial carpets and acrylic/glycol monomers from fresh latex wall paint.

PATHWAY Styrene / Acrylate / Glycol Ether → Cleavage

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Target Compounds 4-Phenylcyclohexene (4-PCH), Styrene, Butyl Acrylate, Texanol / Glycol Ethers,

Vinyl Acetate

Active Chemistry Hydroxypropyl-β-cyclodextrin, catalytic terpene oxidizers, deionized carrier

pH & Residue pH 6.5 – 7.2; zero sticky film or optical brightener residue

Recommended Dosage 10 – 25 ml/m² depending on carpet pile depth vs. wall surface

Bulk Packaging 1L / 5L / 20L / 25L / 200L B2B containers

Product Grade Visible-Light Architectural & Commercial Photocatalytic Grade

Specific Gravity / Density 1.01 - 1.03 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (Aqueous dispersion) · VOC: 0 g/L (100% inorganic aqueous

carrier)

Application Method 0.6mm–0.8mm HVLP spray gun across carpet pile and painted walls

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3815.90.0000

Quality & Test Compliance ISO 22197-1 / JIS R 1701-1 Photocatalytic Oxidation (92.4% HCHO & 89.6% TVOC

mineralization under 420-450 nm LED)

Hebei Senzhijia Environmental Protection Co., Ltd. (botouseneco)

Botou Industrial Zone, Cangzhou, Hebei Province, China · Port of Loading: Tianjin Port
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