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FORMALDEHYDE & BENZENE REMEDIATION · DUAL-PHASE HCHO + BTEX ESSENCE

Formaldehyde & Benzene C6H6 Removal
Essence
Concentrated dual-phase essence targeting simultaneous formaldehyde and

benzene-series (BTEX) emissions from painted cabinetry and adhesives.

PATHWAY HCHO + C₆H₆ / C₇H₈ / C₈H₁₀

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Target Pollutants Formaldehyde (HCHO), Benzene (C₆H₆), Toluene (C₇H₈), Xylene (C₈H₁₀)

Active Chemistry Dual-phase micro-emulsion with cyclodextrin aromatic traps & amino

scavengers

Recommended Dosage 12 – 20 ml/m² via fine mist spray followed by microfiber leveling

Applicable Substrates Painted timber, lacquered MDF/plywood, adhesive joints, wood trim

Storage 24 months sealed in cool, ventilated storage (5°C–35°C)

Product Grade Professional IAQ Contractor & Millwork Grade

Specific Gravity / Density 1.02 - 1.05 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (Aqueous base, >100 °C closed cup) · VOC: < 5 g/L (Ultra-low

VOC, zero added formaldehyde)

Application Method Precision fine spray or microfiber wipe-on across coated wood and joints

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3824.99.9990

Quality & Test Compliance ISO 16000-9 / GB/T 18883-2022 1 m³ Chamber (≥ 95.8% 24h free HCHO

reduction)
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