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FORMALDEHYDE & BENZENE REMEDIATION · THERMAL STEAM EXTRACTION FLUID

High-Temperature Formaldehyde HCHO
Fumigation Solution
Thermal-stable catalytic fluid for professional high-temperature steam fumigation

machines to accelerate and capture deep-bound HCHO.

PATHWAY ΔT (60–90°C) + H₂O → Rapid UF Hydrolysis

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Operating Temperature Stable across 20°C – 100°C thermal steam / fogging workflows

Target Pollutant Deep-bound Formaldehyde (HCHO) in engineered panels and textiles

Equipment Compatibility Non-scaling formula safe for stainless steel & aluminum steamer boilers

Recommended Dosage 20 – 30 ml/m² across target cabinetry and soft furnishings

Packaging Options 1L / 5L / 20L / 25L / 200L B2B containers

Product Grade Professional IAQ Contractor & Millwork Grade

Specific Gravity / Density 1.02 - 1.05 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (Aqueous base, >100 °C closed cup) · VOC: < 5 g/L (Ultra-low

VOC, zero added formaldehyde)

Application Method High-temperature steam fumigation machine or thermal mist generator

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3824.99.9990

Quality & Test Compliance ISO 16000-9 / GB/T 18883-2022 1 m³ Chamber (≥ 95.8% 24h free HCHO

reduction)

Hebei Senzhijia Environmental Protection Co., Ltd. (botouseneco)

Botou Industrial Zone, Cangzhou, Hebei Province, China · Port of Loading: Tianjin Port
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