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Odor Eliminator
Non-masking molecular odor neutralizer for post-renovation smells, concrete

ammonia, upholstery, and hotel room turnarounds.

PATHWAY NH₃ / R-SH + Complex → Inert Salt

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Target Odors Renovation material smells, ammonia (NH₃), amines, sulfides, upholstery & carpet

odors

Active Chemistry Extracted plant polyphenols, organic coordination chelators, RO water

pH Value 6.0 – 7.0 (Mildly buffered for ammonia capture)

Application Method ULV space fogger (20–50 micron mist) or HVLP surface spray

Packaging Options 1L / 5L / 20L / 25L / 200L B2B containers

Product Grade Hospitality, Healthcare & Commercial Facility Grade

Specific Gravity / Density 1.00 - 1.02 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (>100 °C) · VOC: < 8 g/L (Biodegradable surfactant system)

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3307.49.0000

Quality & Test Compliance GB/T 18801 / ASTM E544 Odor Threshold & Ammonia Abatement (≥ 96.2%

ammonia, amine & sulfide neutralization in 60 min)

Hebei Senzhijia Environmental Protection Co., Ltd. (botouseneco)

Botou Industrial Zone, Cangzhou, Hebei Province, China · Port of Loading: Tianjin Port
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