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FORMALDEHYDE & BENZENE REMEDIATION · DEEP-PORE BARRIER & EDGE

SEALER

Penetrating Wood & MDF Sealer Primer
Deep-penetrating polymeric edge sealer and formaldehyde-blocking primer for

raw MDF, particleboard cutouts, and subflooring.

PATHWAY Poly-Acrylate Cross-Link + Amino Trap

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Active Chemistry Amino-functionalized self-crosslinking micro-polymer dispersion & penetrative

surfactants

Target Substrates Raw MDF, particleboard, OSB, hardwood plywood, unsealed cabinet backs,

wood subfloors

Solid Content & pH 12% ± 1% active cross-linking solids; pH 7.0 – 8.0

Recommended Dosage 25 – 40 ml/m² (brush saturation or 1.0mm HVLP spray)

Drying & Overcoat Time Touch dry in 45 mins; full cross-linked cure in 12–24 hours

Product Grade Professional IAQ Contractor & Millwork Grade

Specific Gravity / Density 1.02 - 1.05 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (Aqueous base, >100 °C closed cup) · VOC: < 5 g/L (Ultra-low

VOC, zero added formaldehyde)

Application Method Direct brush saturation on cut edges or 1.0mm HVLP spray on raw back panels

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3824.99.9990

Quality & Test Compliance ISO 16000-9 / GB/T 18883-2022 1 m³ Chamber (≥ 95.8% 24h free HCHO

reduction)
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