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Total VOC Eliminator
Heavy-duty engineering-grade Total VOC abatement formulation for large-scale

commercial office, school, and hospital handovers.

PATHWAY Commercial Heavy-Duty TVOC Abatement

TECHNICAL SPECIFICATIONS & OPERATING PARAMETERS Factory QC Standard · Verified Batch Parameters

Target Pollutants Complex commercial TVOC plumes (aromatic hydrocarbons, esters, terpenes,

aldehydes)

Coverage Efficiency 15 – 25 ml/m² (approx. 1,000–1,600 m² per 25L commercial drum)

pH & Flash Point pH 6.5 – 7.5; non-flammable aqueous engineering formulation

Application Equipment Commercial HVLP spray stations, ULV cold foggers, airless fine-mist units

Bulk B2B Packaging 5L / 20L / 25L HDPE drums & 200L palletized drums

Product Grade Visible-Light Architectural & Commercial Photocatalytic Grade

Specific Gravity / Density 1.01 - 1.03 g/cm³ (20 °C)

Flash Point & VOC Content Non-flammable (Aqueous dispersion) · VOC: 0 g/L (100% inorganic aqueous

carrier)

Application Method High-throughput HVLP / ULV spray systems across commercial floorplates

Transport & Customs HS Code Non-Dangerous Goods (Non-DG for Sea/Air) · HS 3815.90.0000

Quality & Test Compliance ISO 22197-1 / JIS R 1701-1 Photocatalytic Oxidation (92.4% HCHO & 89.6% TVOC

mineralization under 420-450 nm LED)
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